
111/1-VrIN • 
I/4 PIPE 
INTERNAL 	 now offers you 

ATOMIZATION 
at the lowest cost yet 

MODEL ANB 
ATOMIZING NOZZLE 

BREAKS UP CHEMICAL AT THE 
POINT OF INJECTION TO MAKE THE 
CHEMICAL MORE EFFECTIVE. 

INCREASES INJECTION PRESSURE 
APPROXIMATELY 400 P.S.I. OVER 
LINE PRESSURE. 

THIS EXTRA ENERGY RELEASED INTO 
THE FLOW LINE ACCELERATES MIX-
ING OF LIQUIDS OR PROMOTES ATOMI-
ZATION OF LIQUID INTO GAS. 

ALL PARTS MADE FROM 300 SERIES 
STAINLESS STEEL. 

CONNECT NOZZLE AS CLOSE TO 
THE MAIN FLOW STREAM AS POSSI-
BLE. FOR BEST RESULTS SPRAY 
CONE (ABOUT 60°) SHOULD SPRAY 
INTO MAIN FLOW STREAM UNINTER-
RUPTED. 

CAN BE USED FOR LINE CHECK OR 
AS BACKUP FOR LINE CHECK. 

SEE YOUR WESTERN DISTRIBUTOR OR 
CONTACT 

WORKS BEST AT HIGH FLOW RATES. 
USE WESTERN PUMPS MODELS DF, 
DFF, MA, OR MT FOR SUPERIOR 
RESULTS. 

WESTERN CHEMICAL PUMPS 
603 SOUTH KANSAS AVE. 
OLATHE, KANSAS 66061-4524 
Telephone (913) 829-1888 
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